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SSS2 Panel
Architectural Standing Seam Roofing Panel 

Description
SSS2 is an architectural standing seam panel 
manufactured with Versa-Steel® 2524. Engineering 
features include flat, striated or beaded pans and 
2” ribs that attach over concealed fasteners. Panels 
are easily assembled in the field with mechanical 
seaming of interlocking ribs. Factory-applied sealant 
enhances weathertight seams. 

Advantages
Up to 20-year manufacturer’s weathertight warranty ››  
(Single-source and standard warranties available)
Certified installers››
25-year manufacturer’s limited warranty on  ››
Versa-Steel® 2524 painted metal system
Low maintenance››
Optional application: Siding››

Typical Applications
Commercial››
Institutional››
Residential››

Standard Specifications
Versa Steel›› ® 2524 painted metal system

24 GA Galvalume›› ® substrate 
50 ksi yield strength››
Kynar›› ® 500 / Hylar 5000® paint system

16” and 18” standard cover widths ››
2” rib height ››
Flat, striated and beaded pans available››
Factory-applied seam sealant››
Standard lengths to 40 feet, cut to the inch››
1/2:12 recommended minimum roof pitch››

Options
Versa Steel›› ® 2522 painted metal system

22 GA Galvalume›› ® substrate 
50 ksi yield strength››
Kynar›› ® 500 / Hylar 5000® paint system

Custom colors ››
Custom trim››
Matching colors for trim and accessories››
Inquire about longer lengths ››
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Performance
Underwriters Laboratories–Listed:››

UL-580, Class 90 Wind Uplift Rating,  ››
Construction Nos. 506, 506A, 506B 
UL 2218, Class 4 Impact Rating››
UL 790, Class A Fire Exposure (ASTM E108)››

ASTM E1592 Uplift Tests (24 Ga and 22Ga)››
Corps of Engineers CEGS 07416 Uplift Test››
ASTM E1680 – Air Infiltration Test: ››

≤ 0.005 cfm/ft›› 2 @ 1.57 psf 
≤ 0.016 cfm/ft›› 2 @ 12.0 psf 

ASTM E1646 – Water Penetration Test:  ››
≤ 0 @ 12.0 psf››

ASTM A792 – Zinc-Aluminum (Galvalume›› ®) Coating TripleLok Seam

QuadLok®

Seam

QuadLok Seam

TripleLok®

Seam


